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Dimensions/Specifications Subject To Change Without Notice

2014 Sundance Spas 880 Cameo
Portable Dimensions

≈ R7.37"/
≈ R18.72 cm
Skirt

86.25"/(219.07 cm) Kickrail

88.5"/(224.79 cm) Skirt

Inset

BOTTOM
VIEW

10.75"/26.5 cm

86.25"
(219.07 cm)

Kickrail

88.5"
(224.79 cm)

Skirt

89.0"/(226.0 cm) Shell

89.0"
(226.0 cm)

Shell

TOP VIEW

1" Conduit 
Port

1" Conduit 
Port

FRONT
Drain

FRONT/BACK VIEW
(Front view with stereo option shown)

Tolerance: ± 0.5" (1.27 cm)

STOP STOP
IMPORTANT! Always measure each hot tub
for exact dimensions BEFORE designing its 
foundational support and/or decking.

Equipment Bay/
Pump Access
behind skirt panels

Optional Audio 
System Speaker

S

SS

S

S

S

S

Approx.
6.0"
(15.2 cm)

Approx.
11.5"

(29.2 cm)

Left Side External 
Drain Cap (Hole 
Saw Size 2-3/8") 

LEFT/RIGHT SIDE VIEW
Tolerance: ± 0.5" (1.27 cm)

1" Conduit Port

14.0"
(35.56 cm)

37.5"
(95.0 cm)

34.0"
(86.4 cm) 32.5"

(82.6 cm)
Skirt

12.5"
(31.75 cm)

Optional 
BLUEWAVE Stereo 

30.5"
(77.5 cm)

15.4" 
(39.1 cm)
(see below◊)

14.5"  
(36.8 cm)
(see below◊)

◊Location for the
Status Indicator Light 
may vary and dimensions
are approximate.

9.25" 
(23.49 cm)

10.625"
(26.98 cm)

CLEARRAY
System located 

in the center

Optional 
BLUEWAVE System

Dimensions/specifications subject to change without notice. Tolerance: ± 0.5" (1.27 cm)

1.5"
(3.81 cm)

3.75"* 
(9.52 cm)

*±0.25" (0.635 cm) 




